Mailbox Checklist
Fall is a good time to check the construction and sturdiness of your mailbox prior to the snowplow season. Mailboxes can be especially vulnerable to damage from snow removal operations. When inspecting your mailbox, make sure it is installed so that the bottom edge is 45” to 48” above street level; with the post 20” back from the curb or front of the box.  That amount of clearance is needed to keep the plow’s wing from hitting the box.  If there are any plastic newspaper tubes attached to the mailbox, they should be above 45” height requirement as well. Check to make sure the construction is stable enough to withstand the force of the wet snow and ice coming off of the wing of the snowplow.






Snow Plowing Reminders
The City does not assume liability for mailboxes damaged during normal plowing operations, unless it is determined the plow made direct contact with a mailbox meeting the installation requirements. Decorative and plastic mailboxes are not within the requirements and will not be replaced if damaged.
Snow and Ice Removal

Snowplow operators try to evenly distribute the snow along the route, but in some instances limited space can make this difficult. For safer streets and faster, more thorough service, our snowplow drivers urge you to remember:

· No Parking on any public street from November 1 to March 31 between the hours of 11:00 pm and 6:00 am. 

· No Parking on any public street after a 2 inch snowfall, as determined by the Public Works Manager, between the hours of 6:00 am and 6:00 pm until the road has been plowed the full width.

· Keep a safe distance from the snowplow. They can weigh 17 times more than the average car and frequently back up.

· Think safely. Plan on traffic delays following a snowfall.

· Protect your kids! Remember it is dangerous for children to play in snow banks along city streets where snowplow operators are unable to see them.

· Do not plow, shovel, or blow snow into or across any city street or store any snow in the city right-of-way.

· Garbage cans and recycle bins should be placed behind the curb in the driveway, not in the street.

· Do not place metal stakes, boulders, or permanent structures in the road right-of-way area (typically 33 feet from the center of the road on residential streets). Staking the curb line with temporary wooden lathe or fiberglass markers is acceptable and does make it easier for plow operators to distinguish the road edge under the blanket of snow.
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